5
PHASING REQUIREMENTS:
1. PRIOR TO START OF WORK ON THE PORTION OF STORM DRAIN LINE “P” THAT IS
WITHIN 30 FEET (INSIDE OR OUTSIDE) OF THE SECURITY FENCE. THE CONTRACTOR
SHALL INSTALL A TEMPORARY FEG6-TWB-84 CHAIN LINK SECURITY FENCE AS
INDICATED. CONTRACTOR SHALL PROVIDE NO LESS THAN 60 DAYS ADVANCE WRITTEN
NOTICE TQ THE CONTRACTING OFFICER PRIOR TO START OF WORK ON THIS PORTIGON
OF STORM DRAIN LINE “P”. WRITTEN NOTICE SHALL INCLUDE TEMPORARY FENCE
CONSTRUCTION START DATE AND ANTICIPATED COMPLETION DATE.
2. PRIOR TO START OF WORK ON STORM DRAIN LINE “L”, THE CONTRACTOR SHALL
INSTALL A TEMPORARY FEG6-TWB-84 CHAIN LINK SECURITY FENCE AS INDICATED.
| | CONTRACTOR SHALL PROVIDE NO LESS THAN 60 DAYS ADVANCE WRITTEN NQOTICE TO
| i THE CONTRACTING OFFICER PRIOR TQ START OF WORK ON STORM DRAIN LINE “L”.
D i | WRITTEN NOTICE SHALL INCLUDE TEMPORARY FENCE CONSTRUCTION START DATE AND
i i ANTICIPATED COMPLETION DATE.
| - | 3. CONTRACTOR SHALL NOT START WORK ON THIS PORTION OF STORM DRAIN LINE “P”
| < | OR STORM DRAIN LINE “L” UNTIL 7 DAYS AFTER TEMPORARY FENCE CONSTRUCTION
i O | [S COMPLETED TO ALLOW THE GOVERNMENT TO REMOVE AND RELOCATE SECURITY
| o i igilf SENSORS.
! _ ! 4. WORK IN THESE AREAS MUST BE COORDINATED TO ALLOW CONCURRENT GOVERNMENT
| L] | INSTALLATION OF SECURITY SYSTEMS. CONTRACTOR SHALL FURNISH SAND FOR
| = | GOVERNMENT INSTALLATION (3 CUBIC YARDS FOR LINE “P” AND 4 CUBIC YARDS FOR
| X | LINE “L”). THE SAND SHALL BE PROVIDED AT THE TIME AND LOCATION DIRECTED
| Eg i 6% BY THE CONTRACTING OFFICER. SAND SHALL CONFORM TO THE FOLLOWING GRADATION:
! ! SIEVE SIZE PERCENT PASSING
| | 3,/
1 | 8 1 OO
| | NO. 8 75 - 100
| | NQ. 200 0 - 12
i |
| | 5. THE EXISTING CHAIN LINK SECURITY FENCE SHALL BE REMOVED AND REINSTALLED
| | BY THE CONTRACTOR AS SPECIFIED IN SECTION 02831. TWOQ CONTINUOUS “g”
! | DIAMETER STEEL CABLES ARE ATTACHED TO THE EXISTING FENCE. THESE CABLES
| | SHALL NOT BE CUT AND SHALL BE REINSTALLED TO MATCH EXISTING CONDITIONS.
[ |
| i 6. THE TEMPORARY CHAIN LINK SECURITY FENCE SHALL CONFORM TO ALL (PERMANENT)
| i CHAIN LINK FENCE DETAILS AND SPECIFICATIONS EXCEPT THAT NO CONCRETE SILL
i | * WILL BE REQUIRED.
| ! 7. CONTRACTOR SHALL REMOVE AND DISPOSE OF THE TEMPORARY SECURITY FENCE AFTER
| | ALL WORK IN THE AREA IS COMPLETED (INCLUDING BACKFILLING AND HEADWALL
| | MANPROOF ING). CONTRACTOR SHALL PROVIDE NO LESS THAN 7 DAYS ADVANCE
; ot ’ » | WRITTEN NOTICE TO THE CONTRACTING OFFICER PRIOR TO REMOVAL OF THE
' Existing 308 Storm Drain. ; TEMPORARY SECURITY FENCE.
| See Note 9. |
! i 8. SEE SPECIFICATION SECTION 01100 FOR ADDITIONAL SECURITY REQUIREMENTS.
o o | _ _ l o °
Existing Cable | remporary £ £6-TWE-54 Temporary FEG-TWB-84 | Existing Cable 9. CONTRACTOR SHALL REMOVE EXISTING STEEL MANPROOF ING BARS FROM THE 30"
Barrier | Chain-Link Security Fence emporary | °
| Y Chain-Link Security Fence Barrier STORM DRAIN QUTLET AND CLEAN OUT ALL SEDIMENT AND DEBRIS FROM THE
C | \\\X | EXISTING STORM DRAIN LINE AND INLET. C
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